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We are continually improving and modifying our product range and reserve the right to vary the specifications without prior 
notice.  All dimensions and weights quoted are approximate and we accept no responsibility for variance.  E&OE.  See Graphic 
Templates for graphic bleed specifications.

CP-B2
Campaign indoor and outdoor road show promotional counter. Quick assembly 
with strong, easy to clean plastic parts make the Campaign great for retain 
promotion. Kit comes complete with a handy carry bag, set of poles and an eye 
catching header.

dimensions:

additional information:

features and benefits:

GraphicHardware

Shipping

Shipping dimensions: 
35” x 35” x 5”

Shipping weight: 
22 lbs / 9.98 kg

Assembled unit:
25.625”w - 32”w x 80.25”h x 18.5”d

Counter height: 34.5”h

Weight: 
17.6 lbs / 7.98 kg

Bag dimensions:
33.25” x 34.25” x 3”

Total visual area: 
Header: 30.375”w x 11.0625”h

Front base: 32.5”w x 30.5”h

Side Panels: 15.75”w x 30.5”h

Refer to related graphic template for 
more information.

Visit:
www.exhibitors-handbook.com/
graphic-templates

Recommended material:
adhesive vinyl

- Quick and easy to assemble 
- Strong and easy to clean plastic parts
- Comes with a carry case

- Made of 100% recyclable materials
- One year hardware warranty against
  manufacturer defects



Set-up
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Place the counter bottom on the 
ground with the face down.Unpack pieces.

Line up the side panel so that the back of the 
unit is facing the flat side of the counter bottom.  

Make sure hooks are on the inside.
Lock the side panel in place on the 

bottom of the counter.

Place the middle shelf into hooks on the 
inside of the side panel.Continue with other side.

Attach unit counter top onto  
side panel. See step 4.

Slide together the pole pieces.  
(2 sets)

Slide pole into holes the holes on  
the top of the counter.  

Let poles sit in the holes of  
the middle shelf. Place header onto poles. Unit is complete.


