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VK-2920 Graphic Dims

Process: Dye Sublimation

Material: Polyknit 9
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Canvas Size: 83.811"w x 81.5" Canvas Size:36"w x 81.5" Canvas Size: 21.819"w x 81.5" Canvas Size: 59.819"w x 81.5"
Live Size: 82.311"w x 79.7" Live Size: 34.5"w x 79.7"  Live Size: 20.819"w x 41.5" Live Size: 58.819"w x 80.5"

Live area inside dotted lines

NOTE: Graphic files must be @ 150 dpi Finished Size.
DO NOT send Flattened Files. Production can not manipulate

the content, proportion or color of these files. NOTE: Test frames may be required for guaranteed fitting of graphics
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VIb. a1 | , a .4" Process: Direct Print

BDESIGNS
VK-2920 Graphic Dims _ /— Material: 1/16” & 1/4” Sintra
(@

\ 1/4" sintra Effective Date: 3/11/2014

Free standing Pedestal Backwall Pedestal door infill
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Canvas Size: 23.1875"w x 34.917"h  Canvas Size: 22.6875"w x 32.125"
Live Size: 22.6875"w x 34.417"h Live Size 22.1875"w x 31.625"

NOTE: Graphic files must be @ 150 dpi Finished Size.
DO NOT send Flattened Files. Production can not manipulate

the content, proportion or color of these files. NOTE: Test frames may be required for guaranteed fitting of graphics
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